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SPECIFICATIONS

DIMENSIONS:

8” H x 6” W x 1.375” D

APPLICATION:

Three zone panel for conventional gas/electric systems up to 2 heat / 2 cool

CONSTRUCTION:

Aluminum back plate and cover with Snap-Track mounted board.PC

ELECTRICAL:

24 VAC
Fuse protected inputs and outputs

STANDARD FEATURES:

3 minute compressor short cycle protection
High and low limit protection
20 minute time share
ESP feature eliminates need for bypass damper

SC-Z3-HCMS-ESP

Specification Sheet
Zone Control Panel

For 3 zone multi-stage conventional

3 AMP FUSE PROTECTS

PRINTED CIRCUIT BOARD

3 AMP FUSE PROTECTS

THE RELAY CONTACTS

ZONE 1

THERMOSTAT

ZONE 1 DAMPER

24 VOLTS

PURGE

SWITCH

24 VOLT POWER LED

1ST STAGE HEATING LED

1ST STAGE COMPRESSOR LED

2ND STAGE COMPRESSOR LED

FAN LED

LIMIT LED

ZONE 1 DAMPER LED

ZONE 2 DAMPER LED

ZONE 3 DAMPER LED
ZONE 2

THERMOSTAT

ZONE 2 DAMPER

ZONE 3

THERMOSTAT

ZONE 3 DAMPER

HVAC UNIT

TERMINALS

DISCHARGE

TEMPERATURE

SENSOR

STATIC PRESSURE SENSOR LED

STATIC PRESSURE

SENSOR TERMINALS

SPEED UP

BUTTON

HIGH LIMIT

ADJUSTMENT

SWITCHES

ESP ZONE BYPASS

SELECTOR

PINS

3 AMP

3 AMP
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